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1SHO Series
End suction, centrifugal 
pumps, with open and 
recessed impeller. They are 
ideal for various civil and 
industrial clean water
applications. The are made 
of pressed AISI 316 stainless 
steel (pump body) and 
of precision cast stainless 
steel (impeller), minimising 
contamination and extending 
the like of the pump.

Available versions:
SHOE Close-coupled with special motor 
shaft extension.

SHOS With rigid coupling and standard 
motor shaft extension.

SHOD Execution with double mechanical 
seal.

Specifi cations
Delivery: up to 56 m3/h.
Head: up to 50 m
Power supply: three-phase and 
singlephase 50 and 60 Hz
Power: 0.37 kW to 11 kW
Maximum operating pressure: 12 bar
Temperature of pumped liquid:
-10°C to +120°C
Insulation class: 155 (F)
Protection: IP55
Open impeller pumps solids up to: From 
20 to 40mm depending on the models.

Materials
Pump body: Stainless steel
Impeller: Stainless steel
Seal housing: Stainless steel
Mechanical seal:
Version E/S: Silicon Carbide/Silicon
Carbide/FPM
Version D, Pump side: Silicon Carbide/
Silicon
Carbide/FPM (standard version); Drive 
side: Ceramic/carbon/FPM
Fill and drain plugs: Stainless steel
Elastomers: FPM (standard version)

Applications
Industrial washing machines and
washing of mechanical parts

Washing machine emptying

Commercial dishwashers

Vacuum steamers

Dyeing plants and textile industry

Painting plants

Washing system for the food industry

Plants for the circulation and transfer of
moderately viscous liquids, with light
chemical aggressiveness

Freshwater fi sh farming

For a complete list of technical information, consult www.lowara.com
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1
List of models SHO SERIES 50 Hz

2 Poles 4 Poles
SIZE kW

 SHOE SHOS SHOD

 25-125/11 1,1
 25-125/15 1,5
 25-125/22 2,2
 25-160/30 3
 25-160/40 4
 25-160/55 5,5
 25-200/30 3
 25-200/40 4
 25-200/55 5,5
 32-125/11 1,1
 32-125/15 1,5
 32-125/22 2,2
 32-160/30 3
 32-160/40 4
 32-160/55 5,5
 32-200/30 3
 32-200/40 4
 32-200/55 5,5
 40-125/15 1,5
 40-125/22 2,2
 40-125/30 3
 40-160/40 4
 40-160/55 5,5
 40-160/75 7,5
 50-125/55 5,5
 50-125/75 7,5
 50-160/92 9,2 - -
 50-160/110A 11 -
 50-160/110 11

= Available sho_2p50-en_a_tem

VERSIONS

  

SIZE kW

 SHOE4 SHOS4 SHOD4

 25-125/03 0,37
 25-160/03 0,37
 25-160/05 0,55
 25-160/07 0,75
 25-200/07 0,75
 32-125/03 0,37
 32-160/03 0,37
 32-160/05 0,55
 32-160/07 0,75
 32-200/07 0,75
 40-125/03 0,37
 40-160/05 0,55
 40-160/07 0,75
 40-160/11 1,1
 50-125/07 0,75
 50-125/11 1,1
 50-160/11 1,1
 50-160/15 1,5

= Available sho4_4p50_a_tem

VERSIONS

Black and white technical books available

see www.lowara.it
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1
SHOE - SHOS SHOD SERIES
Table of hydraulic performances at 50 Hz, 2 poles

PUMP Passes

TYPE l/min 0 150 200 250 300 333 350 367 383 400 500 550 567 600 667 800 950 solids

kW HP m3/h 0 9 12 15 18 20 21 22 23 24 30 33 34 36 40 48 57 up to

(mm)

220,81,96,019,119,211,415,11,111/521-52 ..OHS

224,119,114,214,316,417,516,616,7125,151/521-52 ..OHS

227,513,618,612,717,716,818,918,025,124,2232,222/521-52 ..OHS

229,224,329,329,422,624,723,823,924303/061-52 ..OHS

226,032,137,132,232,334,435,532,637,635,5404/061-52 ..OHS

225,931,046,041,146,144,245,342,447,448,445,75,555/061-52 ..OHS

025,626,722,924,034,136,234303/002-52 ..OHS

022,538,538,631,832,930,047,045,5404/002-52 ..OHS

021,446,440,549,542,742,849,843,945,75,555/002-52 ..OHS

226,94,015,114,212,310,415,11,111/521-23 ..OHS

220,314,317,314,414,511,617,616,7125,151/521-23 ..OHS

221,814,817,810,913,919,917,024,129,127,2232,222/521-23 ..OHS

226,420,524,521,621,729,726,823,924303/061-23 ..OHS

225,239,233,337,334,433,530,634,638,635,5404/061-23 ..OHS

225,149,142,246,249,244,340,445,447,447,445,75,555/061-23 ..OHS

020,721,825,926,034,136,234303/002-23 ..OHS

021,635,634,736,835,933,049,045,5404/002-23 ..OHS

020,544,548,546,646,744,840,945,945,75,555/002-23 ..OHS

032,114,117,119,111,215,211,315,310,4125,151/521-04 ..OHS

033,417,519,510,612,614,618,613,718,716,8132,222/521-04 ..OHS

039,516,619,711,813,815,817,810,915,919,919,024303/521-04 ..OHS

036,621,823,826,828,821,925,922,037,033,135,5404/061-04 ..OHS

030,332,331,439,531,634,637,639,634,739,733,837,835,75,555/061-04 ..OHS

SHO.. 40-160/75 7,5 10 42,9 42,8 42,4 42,0 41,6 41,4 41,2 41,0 40,8 39,3 38,5 38,2 37,6 30

SHO.. 50-125/55 5,5 7,5 29,7 29,3 29,1 29,0 28,9 28,8 28,7 28,0 27,6 27,5 27,2 26,7 40

SHO.. 50-125/75 7,5 10 32,0 31,7 31,6 31,5 31,4 31,3 31,2 30,5 30,1 30,0 29,7 29,2 28,2 40

036,637,733,836,838,833,934,049,145,212,929/061-05 ..OHS

034,834,935,041,145,146,142,242,341,545111011/061-05 ..OHS

Performances according to ISO standards 9906 - Annex A.            sho_2p50-en_c_th

Q = DELIVERY

H = TOTAL HEAD METRES COLUMN OF WATER

RATED 
POWER
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1
SHOE - SHOS - SHOD SERIES
Operating characteristics at 50 Hz, 2 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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1
SHOE - SHOS - SHOD SERIES
Operating characteristics at 50 Hz, 2 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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1
SHOE - SHOS - SHOD SERIES
Operating characteristics at 50 Hz, 2 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

Black and white technical books available

see www.lowara.it
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1
SHOE4 - SHOS4 - SHOD4 SERIES
Table of hydraulic performances at 50 Hz, 4 poles

SHOE4 - SHOS4 - SHOD4 SERIES
Operating characteristics at 50 Hz, 4 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.

PUMP Passes

TYPE l/min 0 50 100 150 200 250 300 350 400 500 550 600 650 700 800 867 900 solids

kW HP m3/h 0 3 6 9 12 15 18 21 24 30 33 36 39 42 48 52 54 up to

(mm)

SHO..4 25-125/03 0,37 0,5 4,2 4,0 3,4 2,4 1,1 22

222,23,32,40,56,51,65,073,030/061-52 4..OHS

221,41,50,67,63,78,757,055,050/061-52 4..OHS

228,49,58,67,75,81,95,9157,070/061-52 4..OHS

021,78,82,012,118,110,21157,070/002-52 4..OHS

223,29,24,38,32,45,073,030/521-23 4..OHS

223,30,47,42,57,52,65,073,030/061-23 4..OHS

223,50,65,60,75,78,757,055,050/061-23 4..OHS

224,61,78,74,89,83,95,9157,070/061-23 4..OHS

023,92,010,115,110,21157,070/002-23 4..OHS

034,18,12,26,20,33,37,35,073,030/521-04 4..OHS

034,10,22,37,32,47,41,54,59,557,055,050/061-04 4..OHS

038,24,30,41,55,50,63,67,60,75,7157,070/061-04 4..OHS

038,44,59,54,63,76,70,83,87,89,83,95,11,111/061-04 4..OHS

049,13,26,20,33,30,44,47,49,44,5157,070/521-05 4..OHS

047,23,37,31,45,49,46,58,51,62,65,65,11,111/521-05 4..OHS

044,20,39,34,48,41,55,51,64,67,69,64,75,11,111/061-05 4..OHS

047,41,57,54,67,60,72,75,70,82,84,86,82,925,151/061-05 4..OHS

Performances according to ISO standards 9906 - Annex A.     sho_4p50-en_c_th

Q = DELIVERY

H = TOTAL HEAD METRES COLUMN OF WATER

RATED 
POWER
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1
SHOE4 - SHOS4 - SHOD4 SERIES
Operating characteristics at 50 Hz, 4 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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1
SHOE4 - SHOS4 - SHOD4 SERIES
Operating characteristics at 50 Hz, 4 poles

These performances are valid for liquids with density ρ = 1.0 kg/dm3 
and kinematic viscosity ν = 1 mm2/s.
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1
SHOE SERIES
Dimensions and weights at 50 Hz, 2 poles

PUMP FLANGES

HOLES MAX.

THICKNESS

CLEARANCE FOR DISASSEMBLY

G3/8 DRAIN

G 3/8 FILL
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1
SHOE SERIES
Dimensions and weights at 50 Hz, 2 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a h2 w1 x h1 n  max   kg

 SHOE 25-125/11 25 50 80 140 - 129 112 190 219 252 453 98 23
 SHOE 25-125/15 25 50 80 140 - 134 112 190 219 252 488 98 26
 SHOE 25-125/22 25 50 80 140 - 134 112 190 219 252 488 98 28
 SHOE 25-160/30 25 50 80 160 - 134 132 210 254 292 488 98 33
 SHOE 25-160/40 25 50 80 160 - 154 132 210 254 292 509 98 40
 SHOE 25-160/55 25 50 80 160 - 168 132 210 254 292 543 98 48
 SHOE 25-200/30 25 50 80 180 - 134 160 230 284 340 488 98 36
 SHOE 25-200/40 25 50 80 180 - 154 160 230 284 340 509 98 42
 SHOE 25-200/55 25 50 80 180 - 168 160 230 284 340 543 98 51
 SHOE 32-125/11 32 50 80 140 - 129 112 190 219 252 453 98 23
 SHOE 32-125/15 32 50 80 140 - 134 112 190 219 252 488 98 26
 SHOE 32-125/22 32 50 80 140 - 134 112 190 219 252 488 98 28
 SHOE 32-160/30 32 50 80 160 - 134 132 210 254 292 488 98 33
 SHOE 32-160/40 32 50 80 160 - 154 132 210 254 292 509 98 40
 SHOE 32-160/55 32 50 80 160 - 168 132 210 254 292 543 98 48
 SHOE 32-200/30 32 50 80 180 - 134 160 230 284 340 488 98 36
 SHOE 32-200/40 32 50 80 180 - 154 160 230 284 340 509 98 42
 SHOE 32-200/55 32 50 80 180 - 168 160 230 284 340 543 98 51
 SHOE 40-125/15 40 65 80 140 - 134 112 190 219 252 498 100 27
 SHOE 40-125/22 40 65 80 140 - 134 112 190 219 252 498 100 29
 SHOE 40-125/30 40 65 80 140 - 134 112 190 219 252 498 100 32
 SHOE 40-160/40 40 65 80 160 - 154 132 210 254 292 519 100 41
 SHOE 40-160/55 40 65 80 160 - 168 132 210 254 300 553 100 49
 SHOE 40-160/75 40 65 80 160 - 191 132 210 254 323 567 100 64
 SHOE 50-125/55 50 65 100 160 - 168 132 210 254 300 573 104 49
 SHOE 50-125/75 50 65 100 160 - 191 132 210 254 323 587 104 65
 SHOE 50-160/92 50 65 100 180 363 191 160 210 254 351 625 104 60
 SHOE 50-160/110 50 65 100 180 363 191 160 210 254 351 625 104 63

 shoe-2p50-en_c_td

PUMP

DIMENSIONS (mm)

SUPPORT
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1
SHOE4 SERIES
Dimensions and weights at 50 Hz, 4 poles

PUMP FLANGES

HOLES MAX.

THICKNESS

CLEARANCE FOR DISASSEMBLY

G3/8 DRAIN

G 3/8 FILL
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1
SHOE4 SERIES
Dimensions and weights at 50 Hz, 4 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a h2 x h1 n  max   kg

 SHOE4 25-125/03 25 50 80 140 121 112 190 219 252 421 98 19
 SHOE4 25-160/03 25 50 80 160 121 132 210 254 292 421 98 23
 SHOE4 25-160/05 25 50 80 160 129 132 210 254 292 453 98 25
 SHOE4 25-160/07 25 50 80 160 128 132 210 254 292 421 98 27
 SHOE4 25-200/07 25 50 80 180 128 160 230 284 340 421 98 30
 SHOE4 32-125/03 32 50 80 140 121 112 190 219 252 421 98 19
 SHOE4 32-160/03 32 50 80 160 121 132 210 254 292 421 98 23
 SHOE4 32-160/05 32 50 80 160 129 132 210 254 292 453 98 25
 SHOE4 32-160/07 32 50 80 160 128 132 210 354 292 421 98 27
 SHOE4 32-200/07 32 50 80 180 128 160 230 284 340 421 98 30
 SHOE4 40-125/03 40 65 80 140 121 112 190 219 252 431 100 21
 SHOE4 40-160/05 40 65 80 160 129 132 210 254 292 463 100 26
 SHOE4 40-160/07 40 65 80 160 128 132 210 254 292 431 100 27
 SHOE4 40-160/11 40 65 80 160 134 132 210 254 292 498 100 31
 SHOE4 50-125/07 50 65 100 160 128 132 210 254 292 451 104 28
 SHOE4 50-125/11 50 65 100 160 134 132 210 254 292 518 104 34
 SHOE4 50-160/11 50 65 100 180 134 160 210 254 340 518 104 35
 SHOE4 50-160/15 50 65 100 180 134 160 210 254 340 518 104 38

shoe4-4p50-en_c_td

PUMP

DIMENSIONS (mm)
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1
SHOS SERIES
Dimensions and weights at 50 Hz, 2 poles

CLEARANCE FOR DISASSEMBLY

G 3/8 DRAIN

G 3/8 FILL

SHOS WITH PUMP SUPPORT FOOT
 MOTORS UP TO 7,5 kW

PUMP FLANGES

HOLES MAX.

THICKNESS

CLEARANCE FOR DISASSEMBLY G 3/8 DRAIN

G 3/8 FILL

SHOS WITH SUPPORT UNDER THE MOTOR
 11 kW MOTORS
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1
SHOS SERIES
Dimensions and weights at 50 Hz, 2 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a f h2 w w1 x h1 m m1 n n1  max   kg

SHOS 25-125/11 25 50 80 165 140 - - 129 112 - - 190 - 219 252 508 98 27

SHOS 25-125/15 25 50 80 165 140 - - 134 112 - - 190 - 219 252 543 98 31

SHOS 25-125/22 25 50 80 165 140 - - 134 112 - - 190 - 219 252 543 98 33

SHOS 25-160/30 25 50 80 175 160 - - 134 160 - - 210 - 254 320 553 98 42

SHOS 25-160/40 25 50 80 175 160 - - 154 160 - - 210 - 254 320 574 98 47

SHOS 25-160/55 25 50 80 202 160 - 409 168 160 - - 210 - 254 320 657 98 60

SHOS 25-200/30 25 50 80 175 180 - - 134 160 - - 230 - 284 340 553 98 44

SHOS 25-200/40 25 50 80 175 180 - - 154 160 - - 230 - 284 340 574 98 50

SHOS 25-200/55 25 50 80 202 180 - 409 168 160 - - 230 - 284 340 657 98 63

SHOS 32-125/11 32 50 80 165 140 - - 129 112 - - 190 - 219 252 508 98 27

SHOS 32-125/15 32 50 80 165 140 - - 134 112 - - 190 - 219 252 543 98 31

SHOS 32-125/22 32 50 80 165 140 - - 134 112 - - 190 - 219 252 543 98 33

SHOS 32-160/30 32 50 80 175 160 - - 134 160 - - 210 - 254 320 553 98 42

SHOS 32-160/40 32 50 80 175 160 - - 154 160 - - 210 - 254 320 574 98 47

SHOS 32-160/55 32 50 80 202 160 - 409 168 160 - - 210 - 254 320 657 98 60

SHOS 32-200/30 32 50 80 175 180 - - 134 160 - - 230 - 284 340 553 98 44

SHOS 32-200/40 32 50 80 175 180 - - 154 160 - - 230 - 284 340 574 98 50

SHOS 32-200/55 32 50 80 202 180 - 409 168 160 - - 230 - 284 340 657 98 63

SHOS 40-125/15 40 65 80 175 140 - - 134 112 - - 190 - 219 252 553 100 32

SHOS 40-125/22 40 65 80 175 140 - - 134 112 - - 190 - 219 252 553 100 34

SHOS 40-125/30 40 65 80 185 140 - - 134 160 - - 190 - 219 300 563 100 40

SHOS 40-160/40 40 65 80 185 160 - - 154 160 - - 210 - 254 320 584 100 48

SHOS 40-160/55 40 65 80 212 160 - 419 168 160 - - 210 - 254 328 667 100 61

SHOS 40-160/75 40 65 80 212 160 - 417 191 160 - - 210 - 254 351 659 100 79

SHOS 50-125/55 50 65 100 212 160 - 419 168 160 - - 210 - 254 328 687 104 61

SHOS 50-125/75 50 65 100 212 160 - 417 191 160 - - 210 - 254 351 679 104 79

SHOS 50-160/110A 50 65 100 242 180 350 - 240 180 304 210 304 254 350 420 836 104 117

SHOS 50-160/110 50 65 100 242 180 350 - 240 180 304 210 304 254 350 420 836 104 117

shos-2p50-en_c_td

TROPPUSPMUP

DIMENSIONS (mm)
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1
SHOS4 SERIES
Dimensions and weights at 50 Hz, 4 poles

G 3/8 FILL

G 3/8 DRAIN

CLEARANCE FOR DISASSEMBLY

PUMP FLANGES

HOLES MAX.

THICKNESS
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1
SHOS4 SERIES
Dimensions and weights at 50 Hz, 4 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a f h2 x h1 n  max   kg

SHOS4 25-125/03 25 50 80 165 140 129 112 190 219 252 508 98 24
SHOS4 25-160/03 25 50 80 165 160 129 132 210 254 292 508 98 27
SHOS4 25-160/05 25 50 80 165 160 129 132 210 254 292 508 98 27
SHOS4 25-160/07 25 50 80 165 160 128 132 210 254 292 476 98 29
SHOS4 25-200/07 25 50 80 165 180 128 160 230 284 340 476 98 33
SHOS4 32-125/03 32 50 80 165 140 129 112 190 219 252 508 98 24
SHOS4 32-160/03 32 50 80 165 160 129 132 210 254 292 508 98 27
SHOS4 32-160/05 32 50 80 165 160 129 132 210 254 292 508 98 27
SHOS4 32-160/07 32 50 80 165 160 128 132 210 254 292 476 98 29
SHOS4 32-200/07 32 50 80 165 180 128 160 230 284 340 476 98 33
SHOS4 40-125/03 40 65 80 175 140 129 112 190 219 252 518 100 25
SHOS4 40-160/05 40 65 80 175 160 129 132 210 254 292 518 100 29
SHOS4 40-160/07 40 65 80 175 160 128 132 210 254 292 486 100 31
SHOS4 40-160/11 40 65 80 175 160 134 132 210 254 292 553 100 37
SHOS4 50-125/07 50 65 100 175 160 128 132 210 254 292 506 104 31
SHOS4 50-125/11 50 65 100 175 160 134 132 210 254 292 573 104 38
SHOS4 50-160/11 50 65 100 175 180 134 160 230 254 340 573 104 39
SHOS4 50-160/15 50 65 100 175 180 134 160 230 254 340 573 104 41

shos4-4p50-en_c_td

TROPPUSPMUP

DIMENSIONS (mm)

Black and white technical books available

see www.lowara.it
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1
SHOD SERIES
Dimensions and weights at 50 Hz, 2 poles

G 3/8 FILL

G 3/8 DRAIN

CLEARANCE FOR DISASSEMBLY

CLEARANCE FOR DISASSEMBLY

SHOD WITH PUMP SUPPORT FOOT
 MOTORS UP TO 7,5 kW

PUMP FLANGES

HOLES MAX.

THICKNESS

G 3/8 FILL

G 3/8 DRAIN

SHOD WITH SUPPORT 
UNDER THE MOTOR
 11 kW MOTORS
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SHOD SERIES
Dimensions and weights at 50 Hz, 2 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a f h2 w w1 x h1 m m1 n n1  max   kg

SHOD 25-125/11 25 50 80 212 140 - - 129 112 - - 190 - 219 252 555 98 29

SHOD 25-125/15 25 50 80 212 140 - - 134 112 - - 190 - 219 252 590 98 33

SHOD 25-125/22 25 50 80 212 140 - - 134 112 - - 190 - 219 252 590 98 35

SHOD 25-160/30 25 50 80 222 160 - - 134 160 - - 210 - 254 320 600 98 44

SHOD 25-160/40 25 50 80 222 160 - - 154 160 - - 210 - 254 320 621 98 49

SHOD 25-160/55 25 50 80 249 160 - 456 168 160 - - 210 - 254 320 704 98 61

SHOD 25-200/30 25 50 80 222 180 - - 134 160 - - 230 - 284 340 600 98 46

SHOD 25-200/40 25 50 80 222 180 - - 154 160 - - 230 - 284 340 621 98 52

SHOD 25-200/55 25 50 80 249 180 - 456 168 160 - - 230 - 284 340 704 98 65

SHOD 32-125/11 32 50 80 212 140 - - 129 112 - - 190 - 219 252 555 98 29

SHOD 32-125/15 32 50 80 212 140 - - 134 112 - - 190 - 219 252 590 98 33

SHOD 32-125/22 32 50 80 212 140 - - 134 112 - - 190 - 219 252 590 98 35

SHOD 32-160/30 32 50 80 222 160 - - 134 160 - - 210 - 254 320 600 98 44

SHOD 32-160/40 32 50 80 222 160 - - 154 160 - - 210 - 254 320 621 98 49

SHOD 32-160/55 32 50 80 249 160 - 456 168 160 - - 210 - 254 320 704 98 61

SHOD 32-200/30 32 50 80 222 180 - - 134 160 - - 230 - 284 340 600 98 46

SHOD 32-200/40 32 50 80 222 180 - - 154 160 - - 230 - 284 340 621 98 52

SHOD 32-200/55 32 50 80 249 180 - 456 168 160 - - 230 - 284 340 704 98 65

SHOD 40-125/15 40 65 80 222 140 - - 134 112 - - 190 - 219 252 600 100 33

SHOD 40-125/22 40 65 80 222 140 - - 134 112 - - 190 - 219 252 600 100 35

SHOD 40-125/30 40 65 80 232 140 - - 134 160 - - 190 - 219 300 610 100 41

SHOD 40-160/40 40 65 80 232 160 - - 154 160 - - 210 - 254 320 631 100 51

SHOD 40-160/55 40 65 80 259 160 - 466 168 160 - - 210 - 254 328 714 100 65

SHOD 40-160/75 40 65 80 259 160 - 464 191 160 - - 210 - 254 351 706 100 82

SHOD 50-125/55 50 65 100 259 160 - 466 168 160 - - 210 - 254 328 734 104 65

SHOD 50-125/75 50 65 100 259 160 - 464 191 160 - - 210 - 254 351 726 104 83

SHOD 50-160/110A 50 65 100 289 180 397 - 240 180 304 210 304 254 350 420 883 104 120

SHOD 50-160/110 50 65 100 289 180 397 - 240 180 304 210 304 254 350 420 883 104 120

shod-2p50-en_c_td

TROPPUSPMUP

DIMENSIONS (mm)
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1
SHOD4 SERIES
Dimensions and weights at 50 Hz, 4 poles

PUMP FLANGES

HOLES MAX.

THICKNESS

G 3/8 FILL

G 3/8 DRAIN

CLEARANCE FOR DISASSEMBLY
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1
SHOD4 SERIES
Dimensions and weights at 50 Hz, 4 poles

PUMP TYPE WEIGHT

B H L k

DNM DNA a f h2 x h1 n  max   kg

SHOD4 25-125/03 25 50 80 212 140 129 112 190 219 252 555 98 26
SHOD4 25-160/03 25 50 80 212 160 129 132 210 254 292 555 98 29
SHOD4 25-160/05 25 50 80 212 160 129 132 210 254 292 555 98 29
SHOD4 25-160/07 25 50 80 212 160 128 132 210 254 292 523 98 31
SHOD4 25-200/07 25 50 80 212 180 128 160 230 284 340 523 98 34
SHOD4 32-125/03 32 50 80 212 140 129 112 190 219 252 555 98 26
SHOD4 32-160/03 32 50 80 212 160 129 132 210 254 292 555 98 29
SHOD4 32-160/05 32 50 80 212 160 129 132 210 254 292 555 98 29
SHOD4 32-160/07 32 50 80 212 160 128 132 210 254 292 523 98 31
SHOD4 32-200/07 32 50 80 212 180 128 160 230 284 340 523 98 34
SHOD4 40-125/03 40 65 80 222 140 129 112 190 219 252 565 100 26
SHOD4 40-160/05 40 65 80 222 160 129 132 210 254 292 565 100 29
SHOD4 40-160/07 40 65 80 222 160 128 132 210 254 292 533 100 31
SHOD4 40-160/11 40 65 80 222 160 134 132 210 254 292 600 100 38
SHOD4 50-125/07 50 65 100 222 160 128 132 210 254 292 553 104 32
SHOD4 50-125/11 50 65 100 222 160 134 132 210 254 292 620 104 38
SHOD4 50-160/11 50 65 100 222 180 134 160 230 254 340 620 104 39
SHOD4 50-160/15 50 65 100 222 180 134 160 230 254 340 620 104 41
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